
APOLLO
Melamine faced cubicles

STYLE:

MATERIAL:

COLOURS:

FITTINGS:

LEAD-TIME:

SPECIAL FEATURES: AFFORDABLE WITH A SHORT LEAD-TIME

10 - 15 DAYS

SEVERE DUTY POWDER COATED

TWO COLOUR COMBINATION AS STANDARD

18MMMELAMINE FACED CHIPBOARD

STANDARD HEIGHT

COMMERCIAL, OFFICE, RETAILSECTORS:

Unit B , Eurolink 31 Industrial Estate
Mildred Sylvester Way, Normanton, WF6 1TA

Tel: 01924 224 900
Web: www.decrobond.co.uk

Mail: estimating@decrobond.co.uk

18MM
MELAMINE FACED

CHIPBOARD

SEVERE DUTY
POWDER-COATED

HARDWARE

COLOUR
SAMPLES AVAILABLE

ON REQUEST

MOISTURE RATING PRICE RATING TRAFFIC RATING

LOW LOW LOW

1950mm DOORWIDTH 650mm PARTITION HEIGHT 1800mm MINIMUM FASCIAWIDTH 100mm

LEG HEIGHT

OVERALL HEIGHT

150mm DOOROPENING 600mm PARTITION DEPTH 1500mm MATERIAL THICKNESS 18mm
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