PLUTO

Junior laminate cubicles
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STANDARD HEIGHT WITH VARIOUS SHAPED, LOW-HEIGHT DOORS

STYLE: AND/OR PARTITIONS
MATERIAL- 18MM MOISTURE RESISTANT MDF WITH HIGH-PRESSURE LAMINATE
’ FACING AND 30MM POST-FORMED PILASTERS
COLOURS: TWO COLOUR COMBINATION AS STANDARD
FITTINGS: SEVERE DUTY POWDER COATED
LEAD-TIME: 10 - 15 DAYS
UNIQUE 30MM CURVED PILASTERS PROVIDE A ROBUST SYSTEM
SPECIAL FEATURES: WITH THE OPTION OF SHAPED DOORS AND PARTITIONS FOR
ADDITIONAL SAFETY AND A CHILD-FRIENDLY AESTHETIC
SECTORS: SPORTS & LEISURE, EDUCATION
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13MM SEVERE DUTY COLOUR
SOLID GRADE POWDER-COATED SAMPLES AVAILABLE
LAMINATE HARDWARE ON REQUEST
OVERALL HEIGHT 1950mm DOOR WIDTH 650mm PARTITION HEIGHT
LEG HEIGHT 150mm DOOR OPENING 600mm PARTITION DEPTH
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Variable MINIMUM FASCIAWIDTH 100mm

1500mm MATERIAL THICKNESS 13mm
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